
Model No.: DA22090 Total Load: ◆◆◆◆◆◆◆■
Photometric Data

                       15°             24°                     30°              38°                   50°          

Light source Brand

DC Output, Vf,  LED Watts

 Non-dimmable: PF:

 Dimmable: PF:

Accessories  

 

                             RECESSED DOWNLIGHT SPECIFICAITON SHEET Version：V02

 9/12/15/18W Product Features & Application areas  

Wide range of optical lens.

Wide range of optical accessories.

Tools-free to replace the LED modules.

Module structure: easily assembling, easy installation.

Tools-free to replace accessories after installation.

Optical LED module for MR16, 700lm, 900lm,1200lm,1400lm.

High quality light available in 2700K/3000K/4000K, CRI80 or 90

Applied hotels,clubs,villas.etc

Product Specificationsd

Adaptor /

 DC: 250/330/400/500 mA ,  Vf: 36 V,  9/12/15/18 W IP Rating

AC Input ,FREQ, PF
AC 100-240V  50/60HZ Driver Item No.:CE12*1A-ND >0.9 Packing

AC 220-240V  50/60HZ Driver Item No.:CE12*1A-TD >0.9 Net Weight

CCT Inner Box Weight

CRI Remark: Inner Box Size

Material  Aluminum Outer Box Weight

Finish Outer Box Size

Color Standard of Approval CE RCM

Light Source  Code
CCT

(K)

CRI

(min)

Lumen flux

(LED)

Lumen flux

(Luminaires)

Luminous 

efficacy（lm/W） LOR

(%)

Emitting Size 

(L*W*H or D)

Φ7.0mm

Luminus_Xnova CHM6 3000K 80 823 755 65.9

64.2

91.7% Φ6.0mm

Luminus_Xnova CXM7 3000K 80 1139 927 63.7 81.4%

73.4% Φ9.0mmLuminus_Xnova CXM9 3000K 80 1800 1320

490*350*310mm

IP20 / IP44

1PCS/Box，12PCS/Carton

0.3Kg

0.5Kg

165*155*140mm

6Kg

80.7% Φ9.0mmLuminus_Xnova CXM9 3000K 80 1419 1145 69.6

80 90 80 or 90Painting Powder SprayingMatt White Matt Black Silver grey Others:
CREE Philips Lumileds Bridgelux Luminus Others:2400K 2700K 3000K 4000K 6400K Others:


