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e CE Compliant.

e Over Load Protection
e  Short Circuit Protection

Light Source SMD LED

Color Temperature (CCT) 3000K+200K, 4000+200K 6000+200K
Initial Luminous flux (Total) 750 -800Im+ 850lm+
Color Rendering index (CRI) >80 Ra

Power Consumption 12w

Power Factor >0.9

Input voltage 200~260vAC

Beam Angle 90 degrees

Fitting Brushed Aluminum or White Trim

Benefits

e Extra Long Life More than
35,000 hours.
e Save upto 80% of energy

Consumption & reduce

) LED Down Light Halogen MR16 Lamp

maintenance costs.

e  Virtually no heat or UV Power 10w 0w
output. Yearly Power Consumption (12hr/day) 70.08 KW 262.80 KW

° No Mercury & Resistant to Luminous intensity 800 Imz (WW) 800 Im £ (WW)
Shock and vibration. Life span 35,000 HRS 2,000 HRS

Rohs Compliant Yes No
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Optical Performance

Spectrum Report

CIE Colorimetric Parameters
Chromaticity coordinates: x=0.3462 y=0.3591 u(u')=0.2093 v=0.3256 v'=0.4884

CCT: Tc=4985K (duv=0.00326) Color Ratio: R=0.154 G=0.801 B=0.045
Peak Wavelength: Onm Half Bandwidth: 26.2nm
Dominant Wavelength: 571.0nm Color Purity: 0.116

CRI: Ri: Ra= 81.9
R1 =79 R2 =87 R3 =93 R4 =81 RS =80 RE& =82 R7 =87 RB =66

R9 =3 R10=69 R11=79 R12=59 R13=81 R14=96 R15=74
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Photometric Parameters
Luminous Flux: 815.9 Im Efficiency: 67.99 Im/W Radiant Power: 2,521 W
Electric Parameters
Voltage: 240.00V Current: 0.0500A Power: 12.000W
Power Factor: 0.900 Freguency: 50.00Hz
Test Infomation
Scan Range: 380nm~800nm:1nm  Photometric Method:
Stabilization Time: 0 ms Photometric Condition: Sphere diameter: 1.50m, 417
Max of Signal: 46321 (2408) CCD Integration Time: 333.58 ms
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Luminous Intensity Distribution Test Report

Tempreature:25'C Humidaty-60%
Operator ZENG Test date:2015-01-28
Luminous Intensity Distnbution Curve 323.10cd
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Polar Diagram Cattesian
Electrical Parameter
Voltage 2400V Current:0.050 A Power:12.00 W FF-0.900
Optical Parameter
Max Intensity-323.10 cd Central Intensity: 323.10 ed
Averaged Intensity(30%):262.92 cd Equivalent Flux:815.1 Im

Misalign Angle:0.Odeg
Diffuse Angle (Deg): 10%: 157.0 23%: 1333 350%: 101.7 73%: 66.6

Instrument Status
Secan Interval: 1.0deg
Gamn: =100 Max Signal: 30762
Dark Current: 0 Test Dustance: 2.000 m
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Size and Installation

HOLE CUT OUT: 90mm

SIMPLE INSTALLATION INSTRUCTIONS

1. Decide upon location, then simply cut circular hole in Ceiling, to the specified diameter.
2. Connect Driver to incoming power supply.

3. Push driver unit into hole.

4 Secure fixture into place using spring clips provided.

Ceiling
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Ceiling [T
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Manufacturer reserves the right to amend information contained within this document without prior notice.



