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Model:  
 

AL-DA1X600  
AL-DA2X1200 

 

   
 
CE & Energy Star Compliant 
 

IP66 IK10 

Features 
 
 Energy saving up to 

50% compared with 
traditional ones under 
same flux 

 
 IK10 Design 
 
 IP66 rated 
 
 Color temperatures: 

WW, CW, Daylight 
 
 Warranty: 5 years 
 
 Aluminum die casting 

Base 
 
 DALI Option 
 
 Sensor Option 
 
 Emergency Option 
 

Benefits 
 Extra Long Life 50,000 hours 
 Save up to 80% of energy Consumption & reduce maintenance costs 
 Virtually no heat or UV output 
 No Mercury & Resistant to Shock and vibration  
 

Specification 

Model 
   AL-DA1X600-20W /  

AL-DA1X600-20E 
   AL-DA2X1200-40W /  

AL-DA2X1200-40E 

Light Source LED SMD 

Dimensions
（mm) 

(L)727 X (W)137 X 
(H)120 

(L)1340 X (W)134 X 
(H)117 

CRI 80+90+ 

Lumen Flux 2000 lm 4000 lm 

Colour Tem-
perature 

3000K-5000K 

Power Factor >0.9 

Input Voltage, 
Output power 

220-240V AC  50-60Hz, 20W/40W 

Material Aluminium Base, Opal Cover 

Beam Angle 110°  

Sensor Option Available  

Emergency 
Option 

Available  

DALI Option Available 
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Optical Performance 
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Installation 


